










( Specifications ) 

Model 

Conditions of Supply Air 

Supply Air Pressure 

Signal Air Pressure (positioner output) 

Supply Air Quality ace. to ISO 8573-1 

Closed Loop Control 

Pressure Ratio : signal to output 

Dead Band 

Hysteresis 

Linearity 

Flow Cv 

Supply Cv 

Exhaust Cv 

Other Operating Parameters 

Operating Ambient Temperature 

Weight 

Connecting Port Threads 

Supply (SUP) I Output (OUT) 

Signal (SIG) 

Materials 

Body 

Diaphragm 

0-rings 

Protection Class 

Explosion-proof 

( Dimensions ) 

Adjusting screw 

SERIES AB-30 SERIES AB-35 

Max. 10 bar (150 psi) 

Max. 7 bar (105 psi) 

Filtered, compressed dry and non oiled to meet Class 3 

1 : 1 

2% (0.016 bar) 

1% 

±1% F.S 

5.1 

5.1 

-20- +80°( (std), -20- +120°( (high), -40- +80°( (low) 

2.0 kg 

PT 3/4 or NPT 3/4 

PT 1/4 or NPT 1/4 

Aluminum die-cast 

..... 
OUT 

I 
NBR (std) 

NBR (std) 

C€®n2G/D 

Threaded 
exhaust port 
(optional) 

4.3 kg 

NPT 3/4 

NPT 1/4 

Stainless steel316 

(Extention type) 



AIR VOLUME BOOSTER 

SINGLE ACTING DOUBLE ACTING 

ROTARY 

FILTER REGULATOR FILTER REGULATOR 

ROTARY ACTUATOR JCYLINDER ACTUATOR! 


